
Integrated efficiency
Preva Plus takes digital imaging to the next level of 
convenience with its innovatively integrated ClearVision™ 
sensor. All cabling and electronics are self-contained and 
hidden away inside the Preva Plus, helping to  
keep your operatory well-organized and cable-free.  

Sensors that are easily misplaced or damaged can 
now be safely stored within easy reach. A simple USB 
connection and a specially designed receptacle right on 
the arm makes it easy to be ready for your next patient. 

All the details, no wait
Progeny’s new ClearVision™ sensor produces crisply 
detailed digital images ready for viewing on your 
monitor within seconds. Images can be captured 
and viewed with Progeny Imaging, and most popular 
Practice Management and Imaging Programs.

For a complete list of software compatibility, contact Progeny.

The latest USB technology provides 
“plug-and-play” installation.[ ]



Stable, drift-free  
positioning
Preva is known for its exceptional arm mechanics. 
Feel the exceptional balance and effortless 
movement. Preva’s proprietary braking system 
contains both an outboard and an inboard brake 
to assure that the head stays exactly where you 
position it without sagging or drifting. Preva has 
more adjustment points than any other system 
and a distinctive handle design for fast one-
handed positioning.

Enhanced workflow

[ Only Preva offers a dual arm braking system ]



Tailor-made for optimum 
efficiency
Preva’s exclusive LCD display with its large, bright 
screen displays technique information clearly 
from any angle. Easy to understand icons quickly 
identify tooth, receptor type and patient size. 30 
pre-programmed technique settings streamline set-
up and preparation for every procedure and every 
receptor.

Optimize your Preva
Only Preva delivers menu options that allows you to 
instantly optimize your x-ray. Use the built-in menu  
accessed from the control panel to change preset  
techniques or select a specific sensor. Progeny’s  
unique Optimization Menu puts many options  
within your reach—simply.

[ � 56”, 66”, 76” and 82”* arm lengths available  ] 
 *Requires mounting plate 

Enhanced workflow
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P R E V A  P L U S  S P E C I F I C AT I O N S 

Line Voltage 	 110-230VAC +/– 10%   50-60 Hz

Tube Potential	 60, 65 or 70 kVp  

Tube Current 	 4, 5, 6, or 7 mA  

Exposure Time 	 20 ms to 2 seconds

Cone Length 	 20 cm

Minimum Inherent  	 2 mm AI equivalent @ 70 kVp 
Filtration

Focal Spot 	 0.4 mm (IEC 336)

Duty Factor 	 1:15

Shipping Weight 	 95 lbs.

Applicable Documents	 21 CFR, UL, CE 0120 
Federal Regulations

Warranty 	 2 Years, Limited

Options 	 Exposure hand switch 
	 Remote Exposure Stations 
	 12” Cone 
	 8” Rectangular cone 
	 Choice of 56”, 66”, 76”, or 82” (total reach) 
	 Mobile 
	 Two stud mounting plate 
	 Metal stud mounting plate

Sensor
Film Size equivalent	 Size 1 	 Size 2

Dimensions	 37 x 24 x 5.5 mm 	 43 x 32 x 5.5 mm 

Active Area 	 30 x 20 mm	 36 x 26 mm

Sensor Cable 	 90 cm	 90 cm

Computer Interface	 High Speed USB 2.0	 High Speed USB 2.0

Computer Requirements
Please see www.progenydental.com for operating system and 
hardware requirements 

 
Contact your Progeny representative for additional system  
requirement information.

52” - 78”  with 12” cone

56” - 82” with 8” cone

33-7/8”

13-5/8”

39”

8-1/2”

36-5/8”
with

12” cone 

P 7018-P: 82”  Reach Parked
50-5/8”
P 7017: 76” Reach Parked
44-5/8”
P 7016: 66” Reach Parked
34-5/8”
P 7015: 56” Reach Parked
24-5/8”

P 7018-P: 40-5/8”
P 7017: 34-5/8”
P 7016: 24-5/8”
P 7015: 14-5/8”

Minimum Ceiling Requirement: 86.5”

40-5/8”
with 

8” cone

Cabinet Pass Through 
66” Arm: 31” w x 47.5” d
76” Arm: 41” w x 47.5” d

Cabinet Pass Through (Alternate) 
66”  Arm: 26.75” w x 47.5” d
76”  Arm: 36.75” w x 47.5” d
 
Mobile 
Base: 26.9” w x 36” l 
Height: 76.9”
Arm reach: 44” 


